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 PRODUCT DESCRIPTION 

Mywall3D decorative wall panels are manufactured 
with the use of an advanced technology that causes 
high‐density (39 kg/m3) polystyrene to foam. This technology allows us  
this allows us to produce panels with a smooth texture and the required surface hardness. 
The dimensions of the panels are 600 x 600 mm. The depth of the decorative parts ranges from 
27 to 30 mm, 
depending on the shape.  

 INTENDED USE OF THE PRODUCT 
Mywall3D wall panels are a product for decorating walls and ceilings, creating 
a 3D effect fully or partially. The product is intended for 
indoor use. The panels can be placed on 
walls or ceilings.  

 INSTALLATION 
Do not install the product onto a surface exposed to 
high temperatures and/or open flame (e.g. a fireplace, a gas cooker etc.). 
The panels should be installed on   
a clean and dry surface 
free from loose dirt. To install the panels, use 
a commercial acrylic or polymeric adhesive for polystyrene foam. 
Before installation, any holes in the surface (wall or ceiling) should be filled in. If the wall  
is covered with wood, plastic or varnish,  
sand the surface matt with fine grit sandpaper. Now prime the surface 
using a commercial 
primer. Install the panels onto the surface and paint them twice 
using commercial acrylic or latex paints for indoor use. 

 STORAGE AND TRANSPORT 
The panels should be transported and stored in 
the packaging provided by the  
manufacturer.  
When unpacked, the product should be kept in  
a well‐ventilated place for at least 24 hours before 
it is installed. No special safety precautions are  
required in respect of the product. The product is not intended for children.  

 

 

 

 

 

 

 

 


